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Features

●  1U chassis supports for maximum motherboard

    sizes ATX 12” x 10“ and Micro ATX 9.6” x 9.6“

●  4 x 3.5” hot-swap SAS/SATA

●  SAS or enterprise SATA HDD only recommended

●  4 port 1U TQ backplane (W/ enclosure management)

   support up to 4 x 3.5 inch SAS/SATA HDD 

●  1U 400W redundant single output power supply

   W/PMbus, gold level

●  1 full height & half length expansion slot(s)

●  4 x 4cm high performance PWM fan(s)

●  Optional 2 x fans for AOC cooling

Construction

 Heavy-duty steel 

Color

Board support

4 x 3.5” hot swap SAS/SATA

SAS or enterprise SATA HDD only recommended

Drive bays

ATX 12” x 10” and Micro ATX 9.6” x 9.6”

Black

1 full height & half length expansion slot(s)

Cooling system

4 x 40mm high performance PWM fan(s)

1 x USB and DB9 COM port tray

I/O port

Power on/off and HDD activity LEDs

Indicator

Operating Temperature

0°~45°C

Technical Specifications

Expansion

Second Display

Power supply

 1U 400W redundant single output power supply, W/PMbus

Gross weight

15.2kg 

Dimension (mm)

503 x 437 x 43


